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WISI  GN 20 R 
 Chameleon base unit, 230 V AC, 19“, 
1 HE, for 2 modules 

Description

 The GN20 base unit is a professional 1 HU 19 inch base unit for 

up to 2 Chameleon modules. The GN20 R base unit has dual 

redundant power supplies, and embedded fans. The Chameleon 

modules in GN20 R are managed via the Chameleon RJ45 

management ports, and streaming to/from Chameleons is done 

via the Chameleon RJ45 streaming ports. 

 At a glance:

     Up to 2 Chameleons in 1 Hu, 19 inch 

   Embedded fans 

   Embedded power supply 
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Technical data

   Module slots       2   pcs.    

   Embedded fans      Yes 

   Power supply      Redundant power supply, 
internal, 90...260 V, 47...63 Hz, 
max. 60 W 

   Operating temperature range      -5°C...+45°C, 23°F...113°F, 
(ETSI EN 300 019-1-3 Class 3.1) 

   Max. humidity, non condensing       95   %    

   Electro Magnetic Compatibility 
(EMC)    

  EN 50083-2, FCC CFR 47 
Part 15 (Class A) 

   Safety compliance      CE, UL/CSA/CAN 60950-1 

   Dimensions 
(width x height x depth)    

   482,6 x 44,45 x 235   mm    

Packaging data

   Sales unit    1   pcs.    

   Dimensions (WxHxD) sales unit    550 x 150 x 390   mm    

   Packaging volume sales unit       dm³    

   Gross weight sales unit    3,5   kg    

   Shipping unit    1   pcs.    

   Dimensions (WxHxD) shipping 
unit 

      mm    

   Packaging volume shipping 
package 

      dm³    

   Gross weight shipping unit    4   kg    

   EAN    4010056734435       

   Article number    73443       

   Customs tariff number    85176100       




