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WISI GNDASI
Software licence for two ASI interfaces

Description

The CHAMELEON ASI inputs and outputs are enabled by the SW 

options GNDASI (dual ASI in/out). Complying to the EN 50083-

9:2002, ASI-C, the Chameleon ASI inputs and outputs provides 

professional interconnection between Chameleon modules as 

well as interconnection to other Headend equipment.

At a glance:

 � Dual BNC ports

 � High input payload bitrate

 � High output payload bitrate

 � 188 byte packet size

 � each BNC port configurable as input or output via 

UI
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WISI GNDASI

Technical data

Number of ports pcs. 2 BNC ports, configurable 
for in/out via UI

Input/Output max. payload bit 
rate 

Typ. 200 Mbit/s

PCR restamping Yes

Packet size Input/Output 188 Byte 

Compliance EN 50083-9:2002, ASI-C

Packaging data

Sales unit 1 pcs. 

Dimensions (WxHxD) sales unit  mm 

Packaging volume sales unit  dm³ 

Gross weight sales unit  kg 

Shipping unit  pcs. 

Dimensions (WxHxD) shipping 
unit

 mm 

Packaging volume shipping 
package

 dm³ 

Gross weight shipping unit  kg 

EAN 4010056722326  

Article number 72232  

Customs tariff number
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