Product information

WISI LP 90 0116

Optical PLC splitter, 16-way

Description

The LP 90 0116 is an optical PLC splitter. It is equipped with
1 input and 16 outputs. Its wavelength is in the range
1260...1650 nm. The maximum optical input power is >25 dBm.
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WISI LP 90 0116

Technical data

Outputs
Wavelength

Insertion loss

Output level variation
Decoupling

Return loss

Polarisation dependent
attenuation

Allowed optical input level
Connectors

SC/APC connectors
General data

Dimensions
(width x height x depth)

Operating temperature range

16 pcs.
1260...1650 nm
<13,8dB
<1,2dB

>55 dB

>55dB

<0,3dB

<25 dBm (max.)
17 pcs. (1x input, 16x output)
483 x 201 x 42,5 mm

(19”, THE)
-40...+85 °C

Packaging data

Sales unit

Dimensions (WxHxD) sales unit
Packaging volume sales unit
Gross weight sales unit
Shipping unit

Dimensions (WxHxD) shipping
unit

Packaging volume shipping
package

Gross weight shipping unit
EAN

Article number

Customs tariff number

1 pcs.
mm
dm3
1.700 kg
pcs.

mm

16.2 dm3

1.7 kg
4010056721800
72180
90138090
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