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WISI LRPS A230
Plug-in power supply for LR 10

Description

The LRPS 0230 is a Plug-in power supply for LR 10.
At a glance:

�� Wide range input voltage
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WISI LRPS A230

Technical data

Input voltage 230 V AC (50/60 Hz)

Operating range 180...264 V AC (50/60 Hz)

Output voltage 12 V DC 

Max. output current 0,25 A 

Max. output power 3 W 

Average operational efficiency 74,4 % 

Max. humidity, non condensing 90 % 

Protection class II

Protection class system EN 60529 
(DIN 40050) 

IP 41

Electrical safety standard EN 60065, EN 60950  

EMC EN 50083-2

Operating temperature range 0...+40 °C 

Storage temperature -25...+70 °C

Dimensions  
(width x height x depth) 

60 x 24 x 41 mm

Packaging data

Sales unit 1 pcs. 

Dimensions (WxHxD) sales unit  mm 

Packaging volume sales unit  dm³ 

Gross weight sales unit  kg 

Shipping unit  pcs. 

Dimensions (WxHxD) shipping 
unit

 mm 

Packaging volume shipping 
package

 dm³ 

Gross weight shipping unit  kg 

EAN 4010056760557  

Article number 76055  

Customs tariff number 8504409500000000 




